
Description

Benefits

Application Instructions

A water soluble conveyor lubricant effective for use on a wide range of packaging:
PET & glass bottles, printed cans and cartons for use in the food and beverage
industries.
A patented technology based upon the attachment of more than one biocide to a
polymer backbone.

Key features Designed for use in all water conditions.
Residual efficacy means low water consumption and extended surface treatment.
Demonstrates residual efficacy after rinsing and drying for days and even weeks.
Has a rapid, broad spectrum kill, effective against bacteria, yeasts, fungi, and spores.
Significant tests include: CCFRA, EN1276, EN13704, EN1650, EN1500
Effective against: Aspergillus niger, Bacillus subtilis, Bacteriophage, Escherichia coli
0157:H157, Legionella pneumophila, Listeria monocytogenes, MRSA, Pseudomonas
aeruginosa, Salmonella enteritidis, Stigeoclonium tenue.

Low water consumption.
Surface treatment.
Floors free from excessive 'foam' and water.
Conveyance equipment free from bacterial build up.
Safe for humans, plants and other beneficial organisms.
Long lasting and continues to work even after it dries.
Biodegradable in the environment & in the waste system
Very unlikely to cause resistant types or mutated strains.

Ensure surfaces are visibly clean.

The product is suitable for use through various types of application equipment as
determined by your Byotrol Technician.
Byolube encompasses both the ability to lubricate a surface and also provide broad
spectrum kill to ensure surfaces are safe from microbes.
Byolube is a surface maintenance program.

Byolube is supplied as a Ready to Use product.

Byotrol products are safe and effective on most materials of construction.
Used as directed, it will not adversely affect materials commonly in use
within the Food and Beverage industry including stainless steel, aluminium,
galvanised or chrome finishes, rubber, wood and plastics.

To maximise and maintain efficiency, and for safety reasons, this product
should never be mixed with other chemicals.

Product Compatibility

Pack sizes 750ml containers

Storage Should be stored at ambient temperatures

Safety Byotrol is labelled as non-hazardous

Service For further help, information and guidance your Byotrol Technical Consultant is
always available for direct contact or via our office.
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